
Oas shower system : installation kit comparison
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The head shower water outlet is used in 
combination with the hand shower and 
diverter. 

The digital user interface is used to start 
and stop the shower, controlling water 
temperature and switching between shower 
settings.

The hand shower water outlet is held in 
place by the magnetic hand shower holder. 
Simply switch from the head shower to the 
hand shower by tapping the diverter.

Contains the sensor technologies that 
distinguish clean water that can be recirculated 
from dirty water that is going to waste.

This is the main unit in the Oas shower system. It 
contains all of the recirculation and purification 
technologies as well as the pump, computing 
power and IoT components. The core unit is the 
interlinking unit between the sensor drain and 
the head shower.

It is designed to be installed in various locations 
depending on chosen installation kit:

• Standard (page 3)
• Remote cabinet (page 5)
• Wall-integrated (page 7)

Main shower unit components

Oas shower system



Oas shower system
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Installation kits



Standard 
installation kit

Oas standard

When using the standard installation kit, the core unit 

is installed outside the shower space at a maximum 

distance of 3 meter.

The core unit must be placed in a wet area meaning that 
any potential spill water should be able to find its way 

down a drain.

The kit allows for mounting on a wall. The only limitation 

in height is that it needs to sit higher than the sensor 

drain, but lower than the diverter.



Standard installation scenarios



The remote cabinet installation kit is designed to install the 
core unit outside the shower space. 

The kit encapsulates the core unit in a spill-secure box, which 
allows for flexibility when choosing its location. Install it 
inside or outside the bathroom, the choice is yours. 

The remote cabinet installation kit allows for mounting on a 
wall. The only limitation in height is that it needs to sit higher 
than the sensor drain, but lower than the diverter.

Remote cabinet
installation kit



Remote cabinet installation scenarios



The wall-integrated installation kit is designed to install 
the core unit inside the shower space. The kit allows for 
mounting inside a wall - the same wall that the sensor 
drain is installed against. The core is mounted at a fixed 
height of 600mm from the sensor drain.

Wall-integrated
installation kit



Wall-integrated installation scenarios



Core located inside the shower space

Core located outside the shower space

Core distance from shower space

Core mounting options

Wet area: Any potential spill water should be able to find its way down a drain.

Dry area: Location does not have access to a drain. 

wet area only wet or dry area

inside wall

Standard
installation kit

Remote cabinet
installation kit

Wall-integrated
installation kit

Core location

max. 3m

on wall

max. 3m

on wall

Specification comparison
Installation kits
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